NORTH FOCUS AREA

LONG TERM TYPICAL SECTION N. 110TH ST. TO N. 145TH ST.

PDESCRIPTION OF PREFERRED FUTURE ROAD CONFIGURATION

RAFT

Development Environment.:

Q I'he built up environment along this section of the corridor is not as complere as
| 64.00 1 — corridor sections to the south. Bufldings also tend to be set back in the right or
) 1 ) way. It Js concelvable that the public right of way can be redeveloped to fhe
6‘/OF,T< fer T’ -t /OFT»4 1o 7 ><M><L>< el ><O—6Fi proposed cross section within a twenty-year period. This will I[kely occur Through
AMENITY \SHLDR| SB THRU | SB THRU CENTER NB THRU | NB THRU | BUSINESS | AMENITY publicly sponsored redevelopment projects. Right of way is generally less
ZONE FANE LANE Z%ﬁg LANE LANE ACACNEDSS AU constrained and it should be possible to implement the preferred cross section in
1 TRANSIT most areas with minimal right of way impacts.
| (BAT)
| Proposed changes to the existing cross section in conjuction with redevelopment:
4 J g(::]g vagiff//?j;: fravel lanes are too narrow; contributing to sideswipe accidents and
s Wm | m /%\ /%\ [ ] reduced capacity.
oag s B I & — U0 U Sl S ~Although 12 foof travel lanes are preferred, Il foot travel lanes are recommended due
ro right of way constraints. Widened Jlanes wil) significantly improved the safety
EXISTING CONDITION and performance of the roadway but minimize right of way Impacts.
| Curb Lanes:
: ~Curb lanes need To be wider than other travel lanes to provide for a “shy”
- gl rT - distance befween moving vehicles and the sidewalk, and to account for the
| need To accommodate buses. Buses and trucks, mirror to mirror, are wider than
A DOt U Lk U o B O L B ST s BT & Lo B pe el cars, and generally operate in the curb lane.
MAXIMUM | BUSINESS | SB THRU | SB THRU | MANAGED | NB THRU | NB THRU | BUSINESS | WMAXIMUM -3 fool curb lanes are recommended
AMENITY ACCESS LANE LANE LEFT TURN LANE LANE ACCESS AMENITY
JONE AND LANE OR AND JONE
TféANTS)/T MEDIAN TféAN%/T Median and Center Turn Lane:
1 ~Ihis areg serves ag variely of needs. These include: pedestrian refuges ar
N Intersections; lef't turn pockets between intersections: left turn queues ar
[ Intersections; and median areas to control left turns.
[ —lhe current median/center turn lane areg is Typically 10 feel in width and this /s too
i w 21 HHHHL, /% /% [ narrows; with Iittle or no “shy” distance between adjacent travel lanes in either
: — - e ——— direction.
-When the roadway s redeveloped, this lane needs to be no less than |/ feet in
FPREFERRED FUTURE LANE WIDTHSX width.
Sidewalks:

XA DESCRIPTION OF THE PREFERRED FUTURE
ROAD CONFIGURATION IS PROVIDED TO THE RIGHT

-l here currently are no sidewalks south bound and intermittent sidewalks north
bound. The existing sidewalk northbound is only 6 feet wide. The proposed
amenity zone (pedestrian sidewalk and planter strip) would be a maximum of
/0.5 feet wide and would provide ample room Ffor multiple users.
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